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SERVICES

AKS CO.

" Our company 1s serving you,our respectable customers,
n air ducts and ventilation systems work area with
various headings since 1999.

4 Technical Consultancy

Implementation Service

Duct Cleaning
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ALUMINYUM KANAL SISTEMLERI
SANAYi ve TICARET LTD. $Ti.
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AKS SELF FLANGED AIR DUCTS

Our ducts are produces with ‘TSE(Turkish Standarts Enstitute) certificated
galvanise or aluminum sheet.Flanges and corner tools have high stregth,
impermable and export from E.U countries.It is a combined product and easy
to install.It doesn’t need any extra tools for installation.Air flow efficiency is
very high.Interior shape of ducts are
preventive for bacterial procreation.

AKS produces air ducts according to world
standarts like 'SMACNA" and ‘TSE’ but also
able to do production accordingly to project’s
technical specification.AKS has a 400m2/relay
production rate.

Ready to install ducts which are
produced in short duration with
high production rate

WE ARE PRETENTIOUS ABOUT RECTANGULAR AIR DUCTS

1-)Self-flanged air ducts with 20 mm.- 30 mm. flange
width.(For high pressure systems,SMACNA C Class)

(For medium and low pressure systems,SMACNA A-B
Class)

3-)Affixed-flanged air ducts with 20 mm.-30 mm.
flange width.

We are serving with variety of products and competitive
prices.Please ask fore more information...

Flange which is bended
from duct’s bodysheet,
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Main UNIT

All parts of air ducts,elbows and specific shaped fittings
are designed for ,optimum values of noise and aerodynamic
andassemble delicately. We are using neoprene gasket which
donot lost its elasticity. During production,diagonal and
peripheral strengthening tools are used Hanging equipments
and other installation equipments are galvanized materials.
FPlacement of hanging equipments and all other installation
equipments is done due to ‘SMACNA 1995 and all
equipments are choosen class “A’” due to “DIN 4102,

Flange,which is bended from body sheet, is
stiched to body with automatic machine.
Maximum distance between every point of
stich is 20 mm Flanges are produced in special
flange machine in 2 types.

- Stiched flange with 20mm. or 30 mm. width.
- American flange with 30 mm. width.

Joint of ducts are clichered with Pittsburg clincher
with automatic machines during production.

FLANGE MACHINE
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Production Equipments
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PERFORE PVC & TEXTILE AIR DUCTS

TEXTILE AIR DUCTS

There are 2 options as a round or semi-round shape
Produced from 100% polyster

Itis able to use up to 9%% relative humidity

It is washable ,therefore it is hygenic

AR Al
PERFORE PVC AIR DUCTS

There are 2 options as round or semi-round shape

It has a large color spectrum.14 different colors answer

to the design necessities

It provide reduction in sound level by ‘Plenum Effect’ and
elastic charachteristic of material.

It has easy and fast installation and low transportation cost
advanteges

Pvc air ducts distribute air homogenously and non-disturbingly
with low air flow speed{0.1 mfs)

It is washable,therefore it is hygenic

These ducts,which need no isolation,have 10 year warranty
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